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3M™ DBI-SALA® Portable Fall Arrest Posts

8516693
Rescue Davit Arm for 
Portable Fall Arrest Post
The optional rescue davit arm 
assembles easily to our portable 
fall arrest post, providing simple 
and efficient rescue and material 
handling capabilities.

8516691
Portable Fall  
Arrest Post
•  Three independent swiveling  

tie-off points.
•  360 degrees of protection  

for three workers.
•  Telescopic design;  

32.75 in.-46 in.-57.25 in.  
(83.2 cm-116.8 cm-145.4 cm)

•  Lightweight and durable  
aluminum construction.

Telescoping design: Overall height can be adjusted 
from 32.75 in.-57.25 in.

46 in. 
(116.8 cm)

32.75 in. 
(83.2 cm)

57.25 in. 
(145.4 cm)

8516691 post not included—
order separately.

Anchor Bases for Portable  
Fall Arrest Post

8517412
Bare Steel Uni-Anchor  
with Tie-Off Anchors
For closed environments without  
chemical or moisture exposure.

8510816
Weld-On Mounting Plate
Unplated mild steel construction.

8517413
Incline Adapter with  
Tie-Off Anchor
Permanently weld to inclined surfaces.

8519819
Base Concrete Anchor.
Bolt-on anchor plate for concrete  
or steel surfaces.

Accessories

8516692
14 in. Anchor Post Extension
Provides option to tie-off one worker 
at an increased height of 68.5 in.  
(174 cm). Weight: 5 lbs. (2.2 kg)

8517565
Carrying Bag
Heavy-duty carrying bag for 
Portable Fall Arrest Post.

Our portable fall arrest post allows for up to three workers 
on top of transformers or other types of vertical platforms 
with potential fall hazards.



1113193
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3M™ DBI-SALA® Mechanical Systems

Retrieving incapacitated workers and 
bringing them to safety makes the 
mechanical device one of the most critical 
parts of your rescue system. In some 
situations, you may need a secondary  
or backup system.

1  Digital Winches
• Man rated 450 lb. (201 kg) capacity.

•  Digital usage indicator tracks  
drum revolutions to determine  
service intervals.

• Triple redundant braking system.

• Sealed bearings at all contact points. 

2   3-Way Sealed-Block  
Self-Retracting Lifeline

• Ideal for secondary or backup.

• Man rated 420 lb. (190 kg) capacity.

•  Fall arrest system limits forces to  
900 lbs. (4 kN)

• Built-in emergency retrieval winch.

• Input handle with primary brake.

3M™ DBI-SALA® 
Salalift™ II Winches
• Man rated 350 lb.  
 (159 kg) capacity.

• Overload clutch.

• Gear ratio of 6:1.

• Free-wheel mode.

• Shielded ball bearings.

1

2
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3M™ DBI-SALA® Winches
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50 ft.
(15.2 m)

60 ft.
(18 m)

90 ft.
(27 m)

120 ft. 
(36.5 m)

140 ft.  
(42 m)

190 ft.
(58 m)

240 ft.
(73 m)

290 ft.
(88 m)
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* Galvanized 
steel ■ - ■ - - 8518567 8518568 - 8518588 8518589 8518610 8518611

Stainless steel ■ - ■ - - 8518565 8518566 - 8518586 8518587 8518608 8518609

Technora® rope ■ - ■ - - 8518571 - - - - - -
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Galvanized 
steel

■ - ■ - - 8518560 8518561 - 8518581 8518582 8518603 8518604

■ ■ ■ - 8102001 8102009 8102005 - - - -

Stainless steel
■ - ■ - - 8518558 8518559 - 8518579 8518580 8518601 8518602

■ ■ ■ - 8102003 8102011 8102007 - - - -

Technora® 
rope

■ - ■ - - 8518564 - - - - - -

■ ■ - ■ 8102050 - - - - - - -

Cable model weight - 30.5 lbs. 
(13.8 kg)

32.5 lbs. 
(14.7 kg)

38.5 lbs. 
(17.5 kg)

40 lbs. 
(18.4 kg)

43 lbs. 
(19.5 kg)

50 lbs. 
(22.6 kg)

53.5 lbs. 
(19.5 kg)

Technora® rope 
model weight 

27 lbs. 
(12.2 kg)

27 lbs. 
(12.2 kg) - - - - - -

The 3M™ DBI-SALA® Salalift™ II Winch includes a mounting bracket and carrying bag.
* Power drive units require Overload Protection Clutch (8512936) —not included.

Digital Winch Salalift™ II Winch

8512936
Overload Protection Clutch
Features a maximum working load 
of 450 lbs.
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3M™ DBI-SALA® 
Positioning Web & Rope Lanyards

3M™ DBI-SALA® 
Chain & Web Rebar Positioning Lanyards 

Lanyards without shock absorbers, such as rope or web lanyards 
are designed for positioning or restraint applications. 

Made of twist link chain or polyester web for strength  
and durability. A variety of hook options provide a compatible 
connection to many types of structures. 

1231016
1234071

5920059 1231380

Positioning Web & Rope Lanyards

5920059 
Chain Rebar Assembly 
With snap hooks and swiveling 
Saflok™ Max Hook at center  
x 24 in. (60 cm)

5920050
Chain Rebar Lanyard
Chain rebar assembly with snap 
hooks and swiveling flat steel rebar 
hook at center x 1.7 ft. (52 cm)

5920051
Chain Rebar Lanyard
Chain rebar assembly with snap 
hooks and swiveling aluminum rebar 
hook at center x 22 in. (56 cm)

1231380 
Web Rebar Assembly
With snap hooks and aluminum 
rebar hook at center x 18 in.  
(45 cm)

1231389
Web Rebar Lanyard
Web rebar assembly with snap 
hooks and Saflok Max Hook at 
center x 22 in. (45 cm)

1231520
Web Rebar Lanyard
Web rebar assembly with snap 
hooks and swiveling aluminum 
hook at center x 22 in. (56 cm)

C
   Positioning Lanyards

Selection guide:

Part # Length Leg Material Hook 1 (Harness)
Material/Style

Hook 2 (Anchor) Material/Style

1232354 6 ft. (1.8 m) Rope, Nylon Steel/Snap Steel/Snap

1232209 6 ft. (1.8 m) Rope, Nylon, Adjustable Steel/Snap Steel/Snap

1231102 2 ft. (0.6 m) Web Steel/Snap Steel/Snap

1231103 3 ft. (0.9 m) Web Steel/Snap Steel/Snap

1231104 4 ft. (1.2 m) Web Steel/Snap Steel/Snap

1231106 6 ft. (1.8 m) Web Steel/Snap Steel/Snap

1231016 6 ft. (1.8 m) Web, Adjustable Steel/Snap Steel/Snap

1234070 8 ft. (2.4 m) Rope, Technora® Kernmantle, Adjustable Steel/Snap Steel/Rope Adjuster with Carabiner

1234071 8 ft. (2.4 m) Rope, Technora® Kernmantle, Adjustable Aluminum/Snap Aluminum/Rope Adjuster with Carabiner

1234083 8 ft. (2.4 m) Rope, Technora® Kernmantle, Adjustable Aluminum/Carabiner Aluminum/Rope Adjuster with Carabiner

1234080 8 ft. (2.4 m) Rope, Technora® Kernmantle, Adjustable Aluminum/Carabiner Aluminum/Rope Adjuster with Carabiner

1234083
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3M™ DBI-SALA® Cynch-Lok™

Fall-Restricting Devices 

Easily adjust and cinch around poles during “cut-outs” and easily 
hitch-hike poles (move or jump the strap upwards past obstacles) 
with a hand position that’s comfortable. Meets CSA Z259.14 for 
Type A and AB (dry, wet and icy poles) and ASTM F887.

Fall-Restricting Devices 

Selection guide:

Part # Description Pole Size Minimum  
(Dia./Circ.)

Pole Size Maximum  
(Dia./Circ.)

Weight

1200110 Replacement Strap for Distribution Poles 5-1/2 in./17-1/2 in. 18-1/2 in./58 in. 1.9 lbs. (.86 kg)

1204057 Rope for Distribution Poles 5-1/2 in./17-1/2 in. 18-1/2 in./58 in. 4.8 lbs. (2.1 kg)

1204075 Web for Distribution Poles 5-1/2 in./17-1/2 in. 18-1/2 in./58 in. 4.9 lbs. (2.2 kg)

1200111 Replacement Strap for Transmission Poles 5-1/2 in./17-1/2 in. 30-1/2 in./96 in. 2.4 lbs. (1.1 kg)

1204058 Rope for Transmission Poles 5-1/2 in./17-1/2 in. 30-1/2 in./96 in. 5.3 lbs. (2.4 kg)

1204076 Web for Transmission Poles 5-1/2 in./17-1/2 in. 30-1/2 in./96 in. 5.4 lbs. (2.4 kg)

1204057 1204075

1200115
Cynch-Lok 
Replacement Rope 
Interior Strap
Weight: 2.9 lbs. (1.3 kg)

1200136
Cynch-Lok 
Replacement Web 
Interior Strap
Weight: 3 lbs. (1.3 kg)

1204077
Cynch-Lok 
Left Carabiner 
Conversion  
Kit - Web

1204074
Cynch-Lok 
Left Carabiner 
Conversion  
Kit - Rope
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As One.
Trusted partners. 
Innovative solutions. 
A safer world.

See what’s next at

3M.com/ScottSafety.  
#3MxScottSafety

With the addition of the knowledgeable people and reliable 
products of Scott Safety to the 3M team, we’re able to 
offer more safety equipment than ever before—including 
an expanded portfolio of respiratory solutions for confined 
spaces and rescue applications. Together, we’ll build on 
Scott Safety’s legacy of trusted protection with enhanced 
technology, so your team can keep getting the job done and 
keep coming back home safely. 
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Confined Space Rescue

Get in easily.  
Get out safely.

What to look for in a confined space  
rescue system: 

Ease-of-use 
Systems must have the ability to handle a crisis simply  
and immediately.

Mechanical systems 
Lifeline types and length are just a few of the options 
you need to consider.

Durability 
Components must be made from quality materials that  
can endure rough handling and harsh environments.

Versatility 
Systems should be adjustable and adaptable to 
extreme environments. Modular systems allow you 
to add to your system over time.

Strength 
Systems must be rated for your application. Look for 
maximum strength with minimal weight.

Portability
Systems should be lightweight and easy  
to transport, set up and store.

Our extensive line of high quality, rugged rescue and retrieval systems are proven and trusted by safety engineers 
and site directors alike to rescue workers in confined spaces quickly and flawlessly—every time. 



8530352
4-in-1 Davit Guard System
Provides a basic hoist and a passive restraint guardrail system protecting 
companion workers and bystanders. It offers ample room for worker entry and 
maneuvering while keeping the confined space opening secure. A standard 
tie-off point provides a convenient 5,000 lb. (22 kN) anchor point for fall arrest 
devices where required.
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3M™ DBI-SALA® Hoist Systems

Engineered with lightweight 
materials like high-strength 
aluminum, 3M™ DBI-SALA® 
Hoist Systems are adjustable and 
extendable to meet the specific 
needs of your job site. Let us help 
you with a customized solution to 
maximize ease-of-rescue—even 
in complex environments.



74 in.-94.5 in.
(188 cm-240 cm)

70 in.-97 in. 
(177.8 cm-246.4 cm)70 in.

(178 cm)

23.5 in.-42.5 in.  
(59.7 cm-108 cm)
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8518040
5-Piece Hoist System
Davit arm and base system includes 23.5 in.-42.5 in.  
(59.7 cm-108 cm) Adjustable Offset Upper Mast (8518006),  
33 in. (83.8 cm) Lightweight Lower Mast (8518002), and 
3-Piece Lightweight Base (8518008). Includes winch mounting 
bracket. Order winch separately. Weight: 137.5 lbs. (62.3 kg)

8518000
3M™ DBI-SALA® 5-Piece  
Hoist System
Davit arm and base system includes 
11.5 in.-27.5 in. (29.2 cm-69.8 cm) 
Adjustable Offset Upper Mast 
(8518001), 33 in. (83.8 cm) Lightweight 
Lower Mast (8518002), and 3-Piece 
Lightweight Base (8518005). Includes 
winch mounting bracket. Order  
winch and Self-Retracting  
Lifeline separately. Weight:  
100 lbs. (45.5 kg)

70.5 in.-83 in. 
(179.1 cm-210.8 cm)

37 in.-64 in. 
(94 cm-162.5 cm)

50 in.
(127 cm)

11.5 in.-27.5in. 
(29.2 cm-69.8 cm)

Accessories

8518270
5-Piece Equipment Cart
Transport the 5-Piece System with maximum ease over smooth or rough 
terrain. Ideal for tight storage situations.

8518513   Set of two carrying bags for 5-Piece Hoist System (8518000)



88

8

3M™ DBI-SALA® Davit Arm System Components

6 7

9

5

4

3

2

1

Variable offset davits are designed for use where multiple 
offset masts are required. For applications with overhead 
clearance restrictions, the adjustable height of the variable 
offset masts can eliminate the need for custom length 
masts and mast extensions.

1 Winch
Davits can be equipped with both primary and  
secondary (back-up) mechanical devices. 

2 Quick-Release Mounting Bracket
Detent-style brackets make installation fast  
and efficient. (See page 101).

3 3-Way SRL
Davits can be equipped with both primary  
and secondary (back-up) mechanical devices.

4 Lower Mast Extensions
Allows the user to increase the anchorage height.

5 Base Options
Portable and fixed bases are available.

6 Variable Offset Mast
Ensures lifelines are always centered  
over confined space.

7 Built-In Pulleys
Route lifelines of two mechanical devices.

8 Fall Arrest Anchorage
Up to a 5,000 lb. (22 kN) rated anchor  
point for fall arrest device.

9 Adjustable Height
Eliminates the need for custom  
length masts and extensions.
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8518001
11.5 in.-27.5 in. Adjustable 
Offset Davit Mast
(Includes winch mount bracket.) 
Combine with up to two lower 
mast extensions to increase 
anchorage height. Combined 
extension length cannot exceed 
90 in. (228 cm).

8518006
23.5 in.-42.5 in. Adjustable 
Offset Davit Mast
(Includes winch mount bracket.) 
Combine with up to two lower 
mast extensions to increase 
anchorage height. Combined 
extension length cannot exceed 
78 in. (198 cm).

8513330
Carrying Bag
Bag with protective plastic liner for Adjustable Offset 
Davit Mast and 10 ft. aluminum tripod (8513159).

8513564   Bag with protective plastic liner for Adjustable 
Offset Davit Mast, with Lower Mast Extension.

3M™ DBI-SALA® 
One-Piece Adjustable Offset Davit Masts 

Adjustable offset 
davit mast

66 in.- 
76 in.  

(167.6 cm- 
193 cm)

78 in.- 
88 in.  

(198.1 cm-
223.5 cm)

90 in.- 
100 in.  

(228.6 cm-
254 cm)

69.5 in.- 
87.5 in.  

(176.5 cm-
222.2 cm)

81.5 in.- 
91.5 in.  

(207 cm-
232.4 cm)

93.5 in.- 
111.5 in.  

(237.5 cm-
282.2 cm)

11.5 in.-27.5 in.  
(29.2 cm-69.8 cm) 8518382 8518383 8518384 - - -

223.5 in.-42.5 in. 
(59.7 cm-108 cm) - - - 8518385 8518386 8518387

Offset Davit Masts & Lower Mast Extensions
Customize the height of these davit masts with up to two Lower Mast Extensions. Custom 
lengths are available—call us for details.

Accessories

8518509  21 in. (53.3 cm) Lower Mast Extension.

8518002  33 in. (83.8 cm) Lower Mast Extension.

8518003  45 in. (114.3 cm) Lower Mast Extension.

8518004  57 in. (144.8 cm) Lower Mast Extension.

8518509 8518002 8518003 8518004

21 in.
(53.3 cm)

33 in.
(83.8 cm)

45 in.
(114.3 cm)

57 in.  
(144.8 cm)

33 in.-43 in.  
(83.8 cm- 
109.2 cm)

11.5 in.-27.5 in.  
(29.2 cm-69.8 cm) 

36.5 in.-54.5 in.  
(92.7 cm- 
138.4 cm)

23.5 in.-42.5 in.
(59.7 cm-108 cm)

69.5 in.-87.5 in.
(176.5 cm-222.2 cm)

23.5 in. -42.5 in.  
(59.7 cm-108 cm)

8518385
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3M™ DBI-SALA® Fixed Bases

Fixed bases allow for easier setup 
and teardown, making them ideal 
for work areas where a base can be 
permanently installed to an existing 
structure. All bases come with  
PVC sleeve liners.

8512831
Center Mount Sleeve  
Zinc-Plated 
Mild steel construction. Mounts to 
concrete or steel structure.  
Weight: 13 lbs. (5.9 kg)

8516563   304 Stainless steel 
construction. Mounts to 
concrete or steel structure.

12.5 in.
(31.7 cm)

8 in.
(20.3 cm)

9.25 in.
(24.1 cm)

8518348
Wall Mount Sleeve 304  
Stainless Steel
304 stainless steel construction. 
Compact design mounts to vertical 
concrete or steel structures.  
Weight: 12 lbs. (5.5 kg)

8516191   Wall Mount Sleeve, 
zinc-plated mild steel 
construction.

4.25 in.
(10.7 cm)

9.2 in.
(23.3 cm)

10 in.
(25.4 cm)
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8510827
Heavy-Duty Sleeve Cap
Stainless steel construction.  
Used with permanent mounted 
sleeves when installed in high  
traffic or other sever service 
locations. Weight: 1.2 lbs. (0.54 kg)

8510826   Heavy-Duty Sleeve Cap, 
zinc-plated mild steel 
construction.

8510057
Offset Floor Mount Sleeve 
Zinc-plated mild steel construction. 
Mounts to horizontal concrete or 
steel structure. Offset design allows 
for maximum reach of the mast being 
used. Weight: 25 lbs. (11.3 kg)

9 in. 
(22.9 cm)

12.5 in. (31.8 cm)

8 in.
(20.3 cm)

8515162
Deck Mount Sleeve 
Zinc-plated mild steel construction. 
Designed to slip into a 4 in. (10.1 cm)  
hole in existing flooring. Flush mount 
design eliminates trip hazards when 
not in use. Comes with plastic 
stopper and mounting hardware—
mounts to thicknesses from  
1/4 in.-2 in. (6.4 mm-50.8 mm).  
Weight: 17 lbs. (7.7 kg)

8515834   Deck Mount Sleeve, 
stainless steel construction.

8.06 in.
(20.4 cm)

8.06 in.
(20.4 cm)

4 in.
(10.1 cm)

10 in.
(25.4 cm)

12 in.
(30.4 cm)

8 in.
(20.3 cm)

9.2 in. (23.3 cm)

8510311
Flush Floor Mount Sleeve 
Mild steel construction. Comes with 
pins for fresh concrete anchors for 
new construction or renovation.  
Flush mount design eliminates trip 
hazards when not in use. Weight:  
21 lbs. (9.5 kg)

8512828   Flush Floor Mount Sleeve, 
stainless steel construction.

8510316
Floor Mount Sleeve 
Mild steel construction. Recessed 
fastener pockets allow for bolt-in 
installation into existing concrete or 
steel structure. Flush mount design 
eliminates trip hazards when not in 
use. Weight: 21 lbs. (9.5 kg)

8512827   Flush Floor Mount Sleeve, 
stainless steel construction.

9.2 in. (23.3 cm)

12 in. (30.4 cm)

8 in.
(20.3 cm)

8510109
Core Mount Sleeve
Zinc-plated mild steel construction. 
Designed for slip-in installation into  
4 in. (10.1 cm) core hole in concrete  
or in an existing steel structure.  
Weight: 8 lbs. (3.6 kg)

8510110   Core Mount Sleeve,  
stainless steel construction.

9.2 in.
(23.3 cm)

4 in.
(10.1 cm)



36 in. (91.4 cm)

37 in.-64 in.
(94 cm-162.6 cm)

50 in. 
(127 cm)

50 in.
(127 cm)

45 in.
(115 cm)

42 in.
(106.7 cm) 

84 in.  
(213.9 cm)

11.2 in
(28.5 cm)

0-24 in.
(0-60.9 cm)

10.8 in.
(27.4 cm)

1.5 in.
(38.1 cm)

41 in.
(104.1 cm)

10 in.
(28.5 cm)

9 in. (22.8 cm)
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8512285
Adjustable Barrel  
Mount Sleeve
Designed for shoring, wall and parapet applications. 
Standard unit accommodates wall thicknesses up to 
a maximum of 24 in. (60.9 cm), with shorter or longer 
adjustment tubes available on request. Anodized,  
welded aluminum with zinc-plated steel hardware  
with inner sleeve. 

8510715   Adjustable Barrel Mount Sleeve for  
0 in.-12 in. opening.

3M™ DBI-SALA® Portable Bases

Portable Bases work with a variety of Davit Arm 
and Mast Extensions. They’re ideal when you 
need to move and access various confined space 
areas. Bases are lightweight, easy to transport, set 
up and use.

8518005
3-Piece Portable Base 
Adjustable base for 27.5 in.  
(69.8 cm) maximum offset davit mast.

8518008   3-Piece Portable Base.  
Adjustable base for 42.5 in.  
(108 cm) maximum offset davit mast.

8513565
Carrying Bag
Bag with protective plastic liner for 3-Piece 
Davit Base (8518005).

8510568
Forklift Basket
Designed to convert 
your forklift into a 
versatile confined 
space and fall arrest 
work platform. Add a davit mast and winch/Self-Retracting 
Lifeline to the basket and you’re ready to go. Lightweight 
aluminum construction and tool-free assembly simplifies 
setup, transport and storage. Durable powder coated finish 
with anti-slip finish on walking surfaces. Includes spring-
loaded gate. Weight: 215 lbs. (98 kg)

8510323
Barrel Mount Sleeve  
with 3.5 in. Opening
Mild steel construction. Eight independent clamping 
screws allow temporary installations over edges of shoring 
cans, walls and other structures. Comes with PVC inner 
liner. Custom fit openings available.

8510429   Barrel Mount Sleeve with 3 in. (76.2 mm) 
opening, stainless steel.
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8510501
3M™ DBI-SALA® Manhole Collars
17.5 in. (44.5 cm) Manhole Collar, fits 18 in.-20 in. (45.7 cm-50.8 cm) diameter. 
Provides a Portable Davit Base by simply fitting within manhole opening. 
Powder coated aluminum construction with PVC sleeve liner.

8510520   19.5 in. (49.5 cm) Manhole Collar fits 20 in.-22 in.  
(50.8 cm-55.8 cm) diameter.

8510457   21.5 in. (54.6 cm) Manhole Collar fits 22 in.-24 in.  
(55.8 cm-60.9 cm) diameter.

8510163   23.5 in. (59.7 cm) Manhole Collar fits 24 in.-26 in.  
(60.9 cm-66 cm) diameter.

8510633   25.5 in. (64.7 cm) Manhole Collar fits 26 in.-28 in.  
(66 cm-71.1 cm) diameter.

8510632   27.5 in. (69.8 cm) Manhole Collar fits 28 in.-30 in.  
(71.1 cm-76.2 cm) diameter.

8510546   29.5 in. (74.9 cm) Manhole Collar fits 30 in.-32 in.  
(76.2 cm-81.2 cm) diameter.

8512994   33.5 in. (83.1 cm) Manhole Collar fits 34 in.-36 in.  
(86.3 cm-91.4 cm) diameter.

8510140
Vehicle Hitch Mount Sleeve
Designed to install into a 2 in. (51 mm) hitch receiver on an attendant vehicle to 
provide a portable anchor point for confined space entry, rescue and fall arrest 
systems. Assembly for a maximum 27.5 in. (69.8 cm) Offset Davit Mast.

8514461 Assembly for a maximum 42.5 in. (108 cm) Offset Davit Mast.

8511401 
Universal Joint Assembly
Installs between the Hitch Mount Sleeve (8510140) or extension and the vehicle 
to compensate for uneven ground conditions. Weight: 10 lbs. (4.5 kg)

Vehicle Hitch Sleeve Extensions
A maximum of one extension can be used with a hitch mount and a bumper attachment.

8514503   2 ft. (0.61 m) Vehicle hitch mount sleeve extension. Weight: 17 lbs. (7.7 kg)

8512829   4 ft. (1.21 m) Vehicle hitch mount sleeve extension. Weight: 27.8 lbs. (12.6 kg)

8511384   6 ft. (1.83 m) Vehicle hitch mount sleeve extension. Weight: 39 lbs. (17.6 kg)

36 in.
(91.4 cm)

51.75 in.
(131.4 cm)

41 in. 
(102.5 cm)
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3M™ DBI-SALA® Counterweight Systems

Counterweight Systems are composed of a central base 
unit to accommodate a variety of anchoring options, 
positioning and adjustment legs, and extension assemblies.

8512894
Counterweight System
Counterweight system base with pole leg assembly. 
Weight: 199 lbs. (90.2 kg)
Counterweight requirements determined by application. 
Contact customer service to order.

8520775
Mobile Counterweighted Cart Base
Ideal for areas that require access near a leading edge or into 
large tanks. System comes complete with counterweight 
cart, 36 in. (91.4 cm) inner extension tube, center section, and 
two outrigger screw assemblies. System counterweighted 
by 50 lb. (22.7 kg) weight plates. (Weight plates, davit mast 
and winch not included—order separately.)

8530088
Portable Catwalk Clamping Base 
Designed to secure to 36 in. (91.4 cm) wide walkways. 
Ideal for areas that require access off a mezzanine or 
walkway. System comes complete with catwalk hook,  
16 in. (40.6 cm) inner extension tube, center section and 
two outrigger screw assemblies. Other models available  
to accommodate different widths of walkways.  
(Davit mast and winch not included—order separately.)

8530256
Portable Anchor Point Base 
Ideal for areas that require access over a leading edge. 
System comes complete with U-bolt anchor point to  
attach to secondary fixed anchor, 36 in. (91.4 cm) inner 
extension tube, center section, and two outrigger  
screw assemblies. System requires a 5,000 lb. (22 kN)  
anchorage point to be tied down to. (Davit mast and  
winch not included—order separately.)

Davit mast and winch not 
included—order separately.
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3M™ DBI-SALA® Aluminum Tripod with Salalift™ II Winch  

3M™ DBI-SALA®  Tripod with Salalift™ II Winch & Sealed-Block 3-Way SRL

3M™ DBI-SALA® Tripods
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Selection guide:
Part # Tripod Height Capacity Lifeline Type Lifeline Length Lifeline

8300030 7 ft. (2.1 m) 350 lbs. (159 kg) Galvanized Cable 60 ft. (18 m) 1/4 in. (6.3 mm) dia. 7x19 Galvanized Aircraft 
Wire Rope

8300031 7 ft. (2.1 m) 350 lbs. (159 kg) Stainless Steel Cable 60 ft. (18 m) 1/4 in. (6.3 mm) dia. 7x19 Stainless Steel  
Aircraft Wire Rope

8300040 9 ft. (2.7 m) 350 lbs. (159 kg) Galvanized Cable 60 ft. (18 m) 1/4 in. (6.3 mm) dia. 7x19 
Galvanized Aircraft Wire Rope

8300041 9 ft. (2.7 m) 350 lbs. (159 kg) Stainless Steel Cable 60 ft. (18 m) 1/4 in. (6.3 mm) dia. 7x19 
Galvanized Aircraft Wire Rope

Selection guide:
Part # Tripod 

Height
Tripod Capacity SRL Capacity Lifeline Type Lifeline Length SRL 

and or winch length
Lifeline

8301041 7 ft. (2.1 m) 350 lbs. (159 kg) 75-310 lbs. 
(34-141 kg)

Galvanized Cable Winch: 60 ft. (18 m)
SRL: 50 ft.

Winch: 1/4 in. (6.3 mm) dia. 7x19 
Galvanized Aircraft Wire Rope
SRL: 3/16 in. (5 mm) dia. 7x19 
Galvanized Aircraft Wire Rope

8301042 7 ft. (2.1 m) 350 lbs. (159 kg) 75-310 lbs. 
(34-141 kg)

Stainless Steel 
Cable

Winch: 60 ft  
SRL: 50 ft. (15.2 m)

Winch: 1/4 in. (6.3 mm) dia. 7x19 
Stainless Steel Aircraft Wire Rope
SRL: 3/16 in. (5 mm) dia. 7x19 
Stainless Steel Aircraft Wire Rope

8301043 9 ft. (2.7 m) 350 lbs. (159 kg) 75-310 lbs. 
(34-141 kg)

Galvanized Cable Winch: 60 ft. (18 m)
SRL: 50 ft.

Winch: 1/4 in. (6.3 mm) dia. 7x19 
Galvanized Aircraft Wire Rope
SRL: 3/16 in. (5 mm) dia. 7x19 
Galvanized Aircraft Wire Rope

Constructed of lightweight tubular aluminum with a rugged steel head 
assembly. Quick-release pins positively locate components at all adjustment 
points for tool-free setup and adjustment.

1 Mechanical Devices
Supports up to three winches or SRLs for complete flexibility. 

2 Quick-Connect Bracket
Fast and easy attachment of mechanical devices.

3 Safety Chain
Added support in demanding applications.

4 Top Mounted Pulley System
Mount up to three pulleys to route mechanical device lifelines.

5 Secondary Anchor Point
5,000 lb. (22 kN) anchor point for secondary fall arrest system.

6 Aluminum Construction
Lightweight and durable for ease-of-use.
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8513158
3M™ DBI-SALA® UCT-300  
7 ft. Tripod
•  Lightweight, durable aluminum 

construction.
•  Telescoping adjustable locking legs.
•  Built-in pulley system—can 

accommodate up to three pulleys.
•  5,000 lb. (22 kN) built-in head 

mounted anchor point.
•  Capacity: 450 lbs. (204 kg)

8513159   10 ft. (3 m) 

8000000
3M™ DBI-SALA® 7 ft. 
Aluminum Tripod
•  Lightweight, durable aluminum 

construction.
• Telescoping adjustable locking legs.
• Built-in pulley system.
•  5,000 lb. (22 kN) built-in head 

mounted anchor point.
• Capacity: 350 lbs. (159 kg)

8000010
9 ft. Aluminum Tripod
With adjustable locking legs, safety 
chains, top pulley and winch bracket. 
350 lbs. (159 kg) capacity.

8512292
Winch/SRL Mounting Bracket 
for Tripod (8513159)

8510224
Winch/SRL Mounting Bracket 
for Tripod (8513158)

8512293
Top Pulley Assembly for UCT 
Series Tripods
Routes mechanical device’s lifeline 
over and into confined space area.

3M™ DBI-SALA® Tripod with Sealed-Block 3-Way SRL   

3M™ DBI-SALA® Ultra-Lok™ 3-Way Tripod Combo  

Selection guide:
Part # Tripod Height Capacity Lifeline Type Lifeline Length Lifeline

8301030 7 ft. (2.1 m) 75-310 lbs.  
(34-141 kg)

Galvanized Cable 50 ft. (15.2 m) 3/16 in. (5 mm) dia. 7x19 
Galvanized Aircraft Wire Rope 

Selection guide:
Part # Tripod Height Capacity Lifeline Type Lifeline Length Lifeline

8301062 7 ft. (2.1 m) 75-310 lbs. (34-141 kg) Galvanized Cable 50 ft. (15.2 m) 3/16 in. (5 mm) dia. 7x19 Galvanized  
Aircraft Wire Rope

8301064 9 ft. (2.7 m) 75-310 lbs. (34-141 kg) Galvanized Cable 50 ft. (15.2 m) 3/16 in. (5 mm) dia. 7x19 Galvanized  
Aircraft Wire Rope

3M™ DBI-SALA® Ultra-Lok™ 3-Way Tripod Combo with Winch
Selection guide:
Part # Tripod 

Height
Tripod Capacity SRL Capacity Lifeline Type Lifeline Length Lifeline

8301066 7 ft. (2.1 m) 350 lbs. (159 kg) 75-310 lbs. 
(34-141 kg)

Galvanized Cable Winch: 60 ft. (18 m)
SRL: 50ft (15.2m)

Winch: 1/4 in. (6.3 mm) dia. 7x19 
Galvanized Aircraft Wire Rope
SRL: 3/16 in. (5 mm) dia. 7x19 
Galvanized Aircraft Wire Rope

8301068 9 ft. (2.7 m) 350 lbs. (159 kg) 75-310 lbs. 
(34-141 kg)

Galvanized Cable Winch: 60 ft 
SRL: 50 ft. (15.2 m)

Winch: 1/4 in. (6.3 mm) dia. 7x19 
Galvanized Aircraft Wire Rope
SRL: 3/16 in. (5 mm) dia. 7x19 
Galvanized Aircraft Wire Rope

Winch and SRL not included—order separately.

Winch and SRL not included—order separately.
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8513330
Carrying Bag 
For 10 ft. (3 m) Tripod with protective plastic liner (8513159).

8513329     Carrying Bag for 7 ft. (2.1 m) tripod with protective plastic liner (8513158)

9503094   Carrying Bag for 7 ft. (2.1 m) tripod (8000000)

9503095   Carrying Bag for 9 ft. (2.7 m) tripod (8000010)

Accessories

8520777
Clamp-On Anchor  
for Pole Hoists
Designed to secure to a vertical 
or horizontal flange up to 6 in. 
(15.2 cm) thick and provide an 
anchorage point to connect a pole 
hoist device to.

2104550
Steel Anchor Plate  
with D-Ring
This plate anchor offers a compact, 
reliable attachment to 3/8 in.-1 in. 
thick plate steel for connecting 
your lanyard, vertical lifeline 
system or self-retracting lifeline.

8513330
Carrying Bag
For 6 ft.-10 ft. pole hoist.

8513329   Carrying Bag for  
4 ft.-7 ft. pole hoist.

Accessories

8530253
Extendable Pole Hoist 6 ft.-10 ft.  
(1.8 m-3 m)
Extension with swivel head and winch 
mounting bracket, T-bar leg assembly and 
hardware/fasteners. Weight: 14 lbs. (6.4 kg)

8530252   Extendable Pole Hoist  
4 ft.-7 ft. (1.2 m-2.1 m)  
Weight: 12 lbs. (5.4 kg)

3M™ DBI-SALA® Pole Hoist System
The pole hoist attaches with a carabiner on the universal bracket to a suitable anchor point, allowing you to work in any 
direction from any angle. It has a unique swivel head that rotates 360 degrees, providing flexibility in both vertical and 
horizontal confined space entries. Custom lengths available—call for details.
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